LABIDCO

VEHICLE INSPECTION CHECKLIST

This checklist is to be used when vehicles are to be brought on site for work activities. All
vehicles entering the operating facility must be diesel operated.

CHECKLIST ITEMS YES | NO | N/A COMMENTS
v Tires in good condition O O O
v' Spark arrestor - If there is no
manufacturer nameplate documentation . . .
must be provided to verify same.
v' Electrical cables in place and of correct 0 0 0O
size (no loose or exposed wiring)
v Engine clean O O O
v’ Battery terminals in good condition O O O
v Any visible oil leaks O O O
v Appropriate hose connections in place O O O
v" All external lights in good working O O 0
condition and free of cracks
v" Rearview and wing mirrors in good O O O
condition where applicable.
v Vehicle Horn in good condition O O O
v Valid Insurance Certificate O O O
v' Valid Government/Statutory Inspection
- O O O
Certificate
v' Charged Fire Extinguisher (20lb DCP | u O
Extinguisher on quick release bracket)
v' Back-up Alarm O O O
v Equipped with functional seatbelts
v" Windshield (No Cracks) O O O
Registration No.: Type of Vehicle:
Company Name:
Company Representative:
[
(PRINT) Signature
HSE Advisor:
[
(PRINT) Signature




